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2. An cutline of the characteristics of the receiver and its acosssory
units followss ' . .

A. Recsiver

(a) Type
Superhsterodyne, orystal-controlled dual converaion.

(b) Frequency Range
3u6mm6wmmmmmﬂa.

(¢) Fower Input
6 volts at 6 ma.

(d) Rejection Ratios
1at IF (1500 ke): 30 db nin.

ke)t 70 db min.

ﬁgyj (égﬁdbct)m the high end of band 2. A minioun of 20 db
in all remaining regions.

(e) Spurious Frequencies

sinplicity of the ciroculls exployed in the receiver re-

rits in rol?tively low isolation between oscillators. cﬂ.ﬁiia
fact gives rise to some objectionahle spurious frequﬁ:g e
a result of intersction. These frequencies are 1is OWe

ts avold
oonmended that operating frequency asaignmen
&us;:.ﬁm frequencies by rlus or minus 50 kos.
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kes 8255 kes
5%3 keo 9320 kce
6320 kes 10230 kes
7365 kes 11270 kes

(£) sensitivity

Three to ten microvolts, dspending upen crystal activity,
for five milliwatt ocutput.

(g) Dimensicne
4 /8" x 3 7/16" x 1 5/8"
(b) velight
20 ounces (vith battery)
B. Fower Supply o
: onalats of &
- self-contained power ‘mxpply vhich ¢
%gﬁmr‘;::l: rd ckel-caduium battery. The nominsl t:tgryw
ratings are 6 volts and 120 msh. Battery 1ife is estima
eral hundred charge and discharge cycles.
Ce Solar Cherger
The wluchuprismmommzsmiwn golar cell wedges

cornected in series. The charging capebilities into the S-cell
nickel-cadnium battary are as follows:

Noonday sun, clear, 25 ma
Hoondey mun, overcast, é pa

The charger dimensions ere 4 7/8% x 3 716" % 9/167, It weighs
9 cunces.

D. Acowssories

In addition to the receiver ond chevger, the following accessories
will be supplied:

(ne battery supply
E;; 50 ::%w satenna
(c; Earset and cord
(d) Spare cherger cord
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Fs Operating Notes and Instructions

The operating notes and instrueticns, which uill HCCORDADY
the receiver on final delivery, will discuss the character-
isties cutlined abtove in greater dsteil.
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